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GENERAL NOTES

1. ADJUST ALL SURFACE UTILITIES WITHIN PAVING LIMITS, DOWN PRIOR TO PLANING AND UP
AFTER PAVING, TO FINISHED GRADE UNLESS NOTED OTHERWISE PER COR STD DTL 615
AND 718.

2. PAVEMENT REPAIR SHALL MATCH THE PROFILE Of THE EXISTING GRADE.

3. PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL PROTECT ALL DOWNHILL STORM DRAIN
INLETS AND CATCH BASINS BY INSERTING CB INSERTS THAT WILL RECEIVE RUNOFF FROM
THE PROJECT SITE. THE CONTRACTOR SHALL PERIODICALLY INSPECT THE CONDITION OF
ALL CB INSERTS AND REPLACE AS NECESSARY.

4. CONTRACTOR TO PROTECT EXISTING CURB AND GUTTER LINE AND DRIVEWAYS.

5. CONTRACTOR TO NOTIFY PROPERTY OWNER(S) 2 WEEKS PRIOR TO CONSTRUCTION TO
COORDINATE VEHICLE PARKING AND DRIVEWAY ACCESS. DRIVEWAY ACCESS/EGRESS MUST
BE MAINTAINED AT ALL TIMES UNLESS OTHERWISE AGREED TO BY THE PROPERTY OWNER.

6. CALL ONE CALL 48 HOURS BEFORE YOU DIG FOR UTILITY LOCATES: 1-800-424-5555

7. REMOVE EXISTING CHANNELIZATION IN CONFLICT WITH NEW OR AS DIRECTED BY THE
ENGINEER.

8. TRIM VEGETATION AS DIRECTED BY THE ENGINEER.

GENERAL CURB RAMP NOTES

1. FIELD VERIFY DIMENSIONS AND GRADES. NOTIFY ENGINEER OF ANY DISCREPANCIES PRIOR TO

CONSTRUCTION,

2. DIMENSIONS ARE APPROXIMATE. ADJUST DIMENSIONS AS DIRECTED BY ENGINEER TO MEET

DESIGN GRADES.
3. PARALLEL CURB RAMP LANDING LENGTH MEASURED FROM BACK OF CURB.
4. PARALLEL CURB RAMP LANDING WIDTH MEASURED ALONG BACK OF LANDING.
5. PARALLEL CURB RAMP LENGTH MEASURED ALONG BACK OF RAMP.
6. MAINTAIN EX CURB LOCATION UNLESS NOTED OTHERWISE.

7. CONTROL POINTS ARE DIMENSIONED FROM EX JOINTS OR CENTER OF CATCH BASINS.

8. EXISTING SIDEWALK REMOVAL EXTENTS SHALL BE REMOVED TO THE EXTENTS SHOWN ON THE

PLANS OR TO THE NEXT FULL DEPTH JOINT
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CONSTRUCTION NOTES

SAWCUT, FULL DEPTH

REMOVE ASPHALT PAVEMENT, RESTORE PER DTL 1

REMOVE SIDEWALK

CONSTRUCT CEM CONC SIDEWALK PER COR STD DTL 303
CONSTRUCT CEM CONC CURB & GUTTER PER COR STD DTL
CONSTRUCT PARALLEL CURB RAMP PER COR STD DTL 307
MATCH EX 6" CURB

REMOVE CURB AND GUTTER

RELOCATE EX SIGN AND POST AS NECESSARY

EXERCISE CAUTION WHEN WORKING NEXT TO WATER SAMPLE
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REMOVE SIDEWALK
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CONSTRUCTION NOTES

VERTICAL SAW CUT OR ROTOMILLING

TO FULL DEPTH. (1) sawcuT, FULL DEPTH
7" HMA CLASS 1/2" PG 64-22 APPLY TACK COAT TO ALL EDGES.
PLACE AND COMPACT IN 2.5" MAX LIFTS \ 1" MIN (Tvp) @ REMOVE ASPHALT PAVEMENT, RESTORE PER DTL 1
OR AS DIRECTED EX ROADWAY SURFACE REMOVE SIDEWALK

\BY ENGINEER
CONSTRUCT CEM CONC SIDEWALK PER COR STD DTL 303
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